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Aluminum structure designed for 
heat dissipation (fanless)

Tough01

65% lighter than conventional cabinet-based 
LED displays; Zero steel structure, easy to install

Lightweight & Thin02

IP66
Up to
68%

Transparency
Lightweight

Energy
-Saving 6000nit



High transparency rate (up to 68%) and 
minimized impact on buildings; Perfect 
natural lighting and viewing experience

Transparent03

Low energy consumption (fanless), 
better energy-saving compared with 
conventional cabinet-based LED displays.

Energy-Saving 04

energy
saving



Support front and rear maintenance

Maintenance06

High protection level IP66 for 
long-term outdoor use

High Standard Processing 05



Catering to local conditions, customized 
products can be made including colors;
All kinds of creative displaying ideas for 
different architectures can be realized.

07

08

Tailor-made Service

Stacking System



Specifications

Product Name Bri-Curtain Air

1024

Brightness

Model No.

2Pixel density/m

Maintenance Way

Refresh Rate

Weight

Ingress Protection

Panel Size

Processing Depth

Pixel Pitch

Visual Angle(H/V)

Pixel Configuration

Transparency

Power consumption
(Max/Avg.)

HE16-32TC(32*64)F1

32/16mm

1953

SMD 1R1G1B

�6000nit

1920Hz

213Kg/m

IP66

1024*1024mm

67%
(Vertical Strips)

o o150 /110

16bit

Front/Rear

2600/180 W/m

H16TC(64*64)F1

16mm

3906

SMD 1R1G1B

�6000nit

1920Hz

221Kg/m

IP66

1024*1024mm

o o150 /110

16bit

Front/Rear

0% transparency
(Horizontal Strips)

2700/210 W/m

22%
(Vertical Strips)

H25DC(48*48)F1

25mm

1600

DIP 1R1G1B

�6000nit

1920Hz

222Kg/m

IP66

1200*1200mm

o o110 /50

14bit

Front/Rear

2500/150 W/m

H25-50DC(48*24)F1

25/50mm

800

DIP 2R2G2B

�6000nit

1920Hz

214Kg/m

IP66

1200*1200mm

68%
(Downtilt Horizontal Strips)

o o105 /55

14bit

Front/Rear

2400/120 W/m

1
0

2
4

H10TC(128*128)F1

10mm

10000

SMD 1R1G1B

6000nit

1920Hz

221Kg/m

IP66

1280*1280mm

o o150 /110

16bit

Front/Rear

2800/240 W/m

0% transparency
(Horizontal Strips)

AOTO GTEK OPTOELECTRONIC CO., LTD.

info@gtek.aoto.com Tel: +86 755 8835 3200

www.aotogtek.com Fax: +86 755 2983 5936

Headquarters: 5/F, Building D1, TCL High Tech Park, No. 1001 Zhongshanyuan Road,

Nanshan, Shenzhen, 518055, China www.aotogtek.com

Manufacturing Base: Huizhou AOTO
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