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01" Flexible

Flat/Flex screen design
Adjustable curve (+45°)
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Aluminum structure designed for heat
dissipation (fanless), IP65/54.
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Module connection by Elastic Steel Plates
Seamless & smoother assembling

Fast assembling/disassembling
All installations can be done by one
person: 100tiles/h, tool-free.

Aim Fasten



05" Independent

Independent working modules;
The neighboring tiles can work
without interruption.

8 tiles join a column together




077 Hanging System




Specifications
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Product Name InnoPix 1l
Application Indoor Indoor Indoor Outdoor
Product Model $2.9TC-C00(168*168)R0-00  SF2.9TC-C00(168*168)R0-00  S3.9TC-A00(126*126)R0-00  S4.7TC-HO0(105%105)R1-00
Flat or Flex Flex Flat Flex Flex
Panel Size 500%500%110mm 500*500*80mm 500%500%110mm 500%500%120mm
Weight 9Kg/tile 7.5Kg/tile 9Kg/tile 9.5Kg/tile
Pixel Pitch 2.97mm 2.97mm 3.91Tmm 4.76mm
Pixel Density/m’ 112896 112896 63504 44100
Luminosity 1000nit 1000nit 1200nit 5000nit
Processing Depth 16bit 16bit 16bit 16bit
Contrast Ratio 3000:1 3000:1 3000:1 4000:1
LED Type SMD 1R1G1B SMD 1R1G1B SMD 1R1G1B SMD 1R1G1B
Date Refresh Rate 3840Hz 3840Hz 3840Hz 1920Hz
Ingress Protection IP30 IP30 IP30 IP65/1P54
mgmggwmpm" 640/220 W/m’ 640/220 W/m’ 640/220 W/m’ 960/320 W/m’

AOTO GTEK OPTOELECTRONIC CO., LTD.

info@gtek.aoto.com Tel:+86 755 8835 3200

www.aotogtek.com Fax:+86 7552983 5936
Headquarters: 5/F, Building D1, TCL High Tech Park, No. 1001 Zhongshanyuan Road,
Nanshan, Shenzhen, 518055, China

Manufacturing Base:Huizhou AOTO

http://gtek.aoto.com
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