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INDOOR COMMERICIAL LED DISPLAYS

Walle



Die-casting aluminum structure design for 
heat dissipation (fanless), IP30.

Structure

01

HDR technology, showing 
unprecedented excitement

Excellent Viewing Effect
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Others Walle



Cube design, creating interesting 3D 
viewing experience.

Cube
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Magnetic Modules
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Modules with different pixel pitch, 
interchangeable.

High precision aluminum frame, 
seamless and frameless.



Ultra thin design of 63mm, saving your 
installation space.

Thin
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63mm

Smart module option available to detect pixel 
failure, voltage, temperature and working time.

Smart
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Stacking System
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Direct wall-mounted design without 
steel structure. 

Full front maintenance.

Magnet module design.

Intelligent front installation available.

Wall Installation
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Specifications
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Product Name Walle

Weight (Kg/tile)

Product model

Pixel pitch (mm)

Luminosity (nit)

Contrast

Refresh rate (Hz)

Application

Maintenance way

Installation

Pixel configuration

Power consumption (W/m² )

Pixel density/m²

Viewing angle

Panel size(mm)

Processing depth (bit)

GC1.875

6.5

1.875

800

5000:1

3840

Indoor, IP30

Front 

Fixed

Max≤400
Average≤120

SMD 1R1G1B

284444

H:160º , V:140º 

480(W)*480(H)*63(D)
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GC2.5

6.5

2.5

800

5000:1

3840

Indoor, IP30

Front

Fixed

Max≤400
Average≤120

SMD 1R1G1B

160000

H:160º , V:140º 

480(W)*480(H)*63(D)
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AOTO GTEK OPTOELECTRONIC CO., LTD.

info@gtek.aoto.com Tel: +86 755 8835 3200

www.aotogtek.com Fax: +86 755 2983 5936

Headquarter: 5/F, Building D1, TCL High Tech Park, No. 1001 Zhongshanyuan Road,

Nanshan, Shenzhen, 518055, China www.aotogtek.com

Manufacturing Base: Huizhou AOTO
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